






HEADSET STATIONS

But high noise creates a safety hazard for railroad operations.
Railroad communication products, from David Clark Company Incorporated, solve problems caused by high levels of
noise – like failure of the crew to understand instructions, slower response time caused by fatigue, and even permanent
hearing loss from prolonged exposure. Our product selections include Locomotive Crew Intercom Systems, Push-To-
Talk Adapters for in-cab and portable radios, as well as a choice of dual-ear noise-attenuating or single-ear ultra-light
headsets to meet the differing needs of locomotive crews and maintenance of way (MOW) workers. The results are
raised alertness, positive radio connections and safer, clearer, hands-free crew communications on the rails.

40407G-04: MASTER CONTROL - BASIC
• Provides hands-free intercom, radio transmit & 

receive functions
• Power on LED
• External fuse (1 amp “Slo-Blo”)
• External system master volume adjustment
• Power provisions: 12 or 24VDC direct from locomotive 

power or via 40114G-02 Power Converter (72VDC to 24VDC)
• Durable cast aluminum, weather resistant enclosure
• Rugged and reliable
• Outer dimensions: 4.8" x 4.72" x 3.14"

RA I LROAD SAFETY D E P E N DS 
ON C LEAR COM M U N ICATI ON!

MASTER CONTROLS

40407G-10: MASTER CONTROL - ENHANCED
• Provides hands-free intercom, radio transmit & receive functions
• Power on LED
• Internal fuse (1 amp “Slo-Blo”)
• Internal system master volume adjustment
• Power provisions: 12 or 24VDC direct from locomotive power or via 

40114G-02 Power Converter (72VDC to 24VDC)
• Accommodates on-board equipment such as:

• Alarms/Alerters
• Proximity detection devices
• Event recorders
• Overspeed indicators

• Durable cast aluminum, weather resistant enclosure
• Rugged and reliable
• Outer dimensions: 8.66" x 4.72" x 3.14"

SYSTEM ACCESSORIES

40114G-02: POWER CONVERTER
• Converts 72VDC from locomotive 

power source to 24VDC
• Heavy-gauge, weather-resistant 

polycarbonate enclosure
• Rugged and reliable
• MS type connectors for power input/output
• Modular, serviceable design
• Outer dimensions: 4.72" x 3.14" x 2.16"

HEADSETS AND ADAPTERS FOR TWO-WAY RADIOS
David Clark Company Incorporated provides noise-attenuating headsets and
adapters for over 300 radios, both mobile and portable, from over twenty radio
manufacturers. Since this information is quite dynamic in nature, with radio 
models changing as quickly as they do, we have provided a web page that is
continually updated to help you easily find the DCCI products you need.

40380G-01: HEADSET STATION/PTT
• Provides hands-free intercom 

(full-duplex), radio transmit & 
monitor functions

• Bi-color, power-on/radio transmit LED
• Listen level control
• Headset jack with spring-loaded cover & 

weather-tight gasket
• Positive action radio PTT switch (SPDT)
• Provides connection for remote PTT
• Accepts standard DCCI railroad headsets
• Durable cast aluminum, weather resistant enclosure
• Rugged and reliable
• Outer dimensions: 3.15" x 4.92" x 2.24"

40380G-02: HEADSET STATION/PTT
Same as 40380G-01, but can operate as 
stand-alone, direct radio interface module. 
Perfect for MOW vehicles equipped with 
land-mobile two-way radios.

40444G-01: DTMF STATION
• Provides DTMF encoding/signaling for 

locomotive radios
• Illuminated DTMF pad
• Cycle rating over one million
• Durable cast aluminum, weather 

resistant enclosure
• Rugged and reliable
• Outer dimensions: 3.15" x 4.92" x 2.24"
• For use with 40407G-10 Enhanced 

Master Control only

SYSTEM ACCESSORIES (CONT.)

40071G-07: FOOTSWITCH/REMOTE PTT
• Ideal for remote PTT applications
• Compatible with all Locomotive Crew 

Intercom System components
• Waterproof switch and enclosure
• NEMA type, UL, CSA enclosure 2, 4 & 13
• 20A, 125-250VAC
• Rugged and reliable, high cycle life
• Outer dimensions: 5.92" x 3.25" x 2.18"
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http://www.davidclark.com/twoway/
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Premium headset/intercom solutions designed for the demanding requirements
of high-noise railroad environments

For additional information and the name of an authorized
David Clark Company dealer near you, call:

1-800-298-6235
or visit our web site 

www.davidclark.com

440445-01
HEADSET- MIC/ULTRA-LIGHTWEIGHT

40326G-02
HEADSET-MIC/NOISE-ATTENUATING

HEADSETS
40445G-01: HEADSET-MIC/
ULTRA-LIGHTWEIGHT
• Single-ear, over-the-head style
• 200 ohm noise-cancelling 

microphone with foam wind screen
• 600 ohm earphone
• Adjustable steel headband, pivoting earpiece for perfect fit
• Flex boom assembly for perfect microphone placement
• 8 foot coil cord with U-174/U connector
• Overall weight (less cord) - less than three ounces

40301G-04: HEADSET-MIC/NOISE-ATTENUATING
• Dual-ear, over-the-head style
• 5-9 ohm, M101-type noise-cancelling microphone (packaged with 

cloth wind screen)
• 275 ohm earphones, wired in series
• Adjustable steel headband, pivoting ear cups for perfect fit
• Flex boom assembly for perfect microphone placement
• Undercut, comfort-gel ear seals and super soft headpad for superior

comfort (packaged with cloth covers)
• 8 foot coil cord with U-174/U connector
• Certified NRR: 23dB

40326G-02: HEADSET-MIC/NOISE-ATTENUATING
• Dual-ear, behind-the-head style
• 5-9 ohm, M101-type noise-cancelling microphone 

(packaged with cloth wind screen)
• 275 ohm earphones, wired in series
• Steel nape-spring, pivoting ear cups and adjustable overhead 

nylon support strap for perfect fit
• Flex boom assembly for perfect microphone placement
• Undercut, comfort-gel ear seals for superior

comfort (packaged with cloth covers)
• 8 foot coil cord with U-174/U connector
• Certified NRR: 23dB

18667G-32

18667G-33

18667G-39

40301G-04
HEADSET-MIC/NOISE-ATTENUATING

19538P-42 (07/08)

• Used to connect headsets direct to locomotive radios 
• Belt station with positive action PTT (push-to-talk) switch, 

sturdy belt clip, listen level control, 15' (extended) RFI/EMI 
shielded coil cord with 6-pin AAR connector (connects to 
locomotive radios with mating AAR connector)

18667G-32- Direct connect to AAR radio hand-mic port

18667G-33- Direct connect to AAR radio hand-mic port, 
”Y“ split allows locomotive hand-mic connection

18667G-39- Direct connect to AAR radio hand-mic port, 
”Y“ split allows footswitch connection (remote PTT)

AAR ADAPTERS/
LOCOMOTIVE RADIOS




